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danosa reserves the right to change, without notice, the data reflected in this document.

Four seasons HoteL. Marrakech.

raDisson BLu maDriD PraDo HoteL. Spain.PrÍnCiPe PÍo maLL. España.

we eXPort to over 70 Countries on 5 Continents
Our products have BBA and CE certifications that endorse 
danosa as compliant with the most demanding production 
standards.

danosa is the market leader in Spain and sixth across 
Europe. We have factories in Spain, Portugal and India 
and subsidiaries in France, Portugal, Morocco, Colombia, 
México, Uk and Asia.

reFerenCes

Bituminous waterProoFinG
Asphaltic membranes for flat, pitched and green roofs solutions.

DrainaGes anD GeoteXtiLes
Products and solutions for construction and civil works, drainage of underground structures, 
separation of heterogeneous layers and water filtrations.

syntHetiC waterProoFinG
Synthetic membranes for roofs, residential buildings and foot traffic areas.

Danosa sKyLiGHt
Skylights and aerators for smoke ventilation for natural lighting, ventilation and access to 
any type of roofing, achieving significant reductions in power consumption.

aCoustiC anD tHermaL insuLation
Acoustic and thermal insulation materials for construction, public premises, auditoriums, 
machine rooms, etc.

ParC DeL Forum. Spain. PeÑaFieL CastLe. Spain.

 Factories.
   Subsidiaries and Branches.
   Countries where we export.
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DANOSA

I+D+I LAbOrAtOrY
danosa earmarks significant investments for I+D+I, and 
has one of the best equipped laboratories in Europe, in 
which we can carry out testing of raw materials, finished 
products and constructive solutions.

ENVIrONMENt
danosa is aware of environment fragility, and therefore all 
their processes are subject to environmental regulations. Its 
wide range of products is designed for taking advantage of 
energy, sunlight, and the thermal and acoustic comfort.

trAINING
danosa training courses enjoy a high recognition and 
always provide up-to-date information in legislation, 
solutions and implementation areas. 
Each year more than 2,000 professionals benefit from 
theoretical-practice training courses taught by danosa.

WEb
danosa website has technical documentation about all 
products and solutions. 
This documentation is adapted to international markets and 
translated into several languages. 
Also, it incorporates the service called: “Design your Project”

LOGIStIC SErVICE
danosa offers a fast and efficient service, from the 
receipt of the order, to the  delivery at final destination 
with a 13,000 m2 logistic center, and an unique robotic 
warehouse. 
•  Advanced logistics. 

•  Quality service. 
• Handling capacity: 80 pallets per hour. 
•  Storage capacity: 7,000 pallets. 
•  Control processes. 
•  Competitiveness.

PrODUCtION LINES AND ANNUAL PrODUCtION CAPACItIES
• Bituminous waterproofing: 40 mill. m2/year. 
• Synthetic waterproofing: 3 mill. m2/year. 
• Acoustic insulation: 6 mill. m2/year. 
• Anti-impact Sheets: 5 mill. m2/year.
• Danolosas: 300.000 m2/year.

• Drainage:10 mill. m2/year. 
• Geotextiles: 25 mill. m2/year. 
• Skylights: 10.000 units/year.
• Thermal insulation: 400.000 m3



4

MEMbrANE FINISHES

MEMbrANE FINISHES

SAND FINISH

SAND

ALUMINIUM FINISHES

ALUMINIUM FOIL ALUMINIUM FOIL

MINErAL FINISHES

WHItE MINErAL

GrEEN MINErAL rED MINErAL

bLACK GrEY MINErAL LIGHt GrEY MINErAL

PLAStIC/tEXtILE FINISHES

POLYEtHYLENE FILM FINISHED GEOtEXtILE FINISHED
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COMPOSItION 

DANOSA QUALItY

Our quality speaks for itself, with over 500 million m2 of 
bituminous sheets manufactured since 1964, making us the 
Spanish market leader and ranking the 6th in Europe. 

Danosa’s bituminous membranes meet CE Marking standards 
1035-CPR-ES044104.

Nº ES044036-1

1  FINISH

- Polyethylene film: Non-stick torchable film.
- Geotextile: Anti puncture geotextile.
- Sand: Non-stick finish.
-  Mineral Slates: self-protection with slate granules 

(black, light grey, green, red, white).
- Aluminium: aluminium foil’s self-protection.

3  rEINFOrCEMENt

-  Polyester felt: provides stronger resistance  
against puncture (15/20 kg.) and tearing.

-  reinforced and stabilized polyester felt: 
combines polyester’s puncture (15/20 kg.) and tearing 
resistance with fiber glass’ good dimensional stability.

- Fiber glass: provides optimal dimensional stability.
- Aluminium: often used as vapour barrier.

4  LOWEr SUrFACE

-  Polyethylene film: Non-stick torchable film o 
releasable film.

1

2

3

4

2  bItUMEN

-  APP modified bitumen: Bitumen modified with 
polymers, it reaches an important improvement 
in its thermal and durability properties: plasticity, 
resistance to extremely low temperatures, resistance 
to high temperatures, and to ageing.  
IMPERDAN/POL ranges.

-  SbS modified bitumen: Bitumen modified with 
elastomers, it reaches an important improvement 
in its thermal and durability properties: elasticity, 
resistance to extremely low temperatures, resistance 
to high temperatures, and to ageing. ELAST range.

-  Self-adhesive bitumen: Self-adhesive bitumen 
modified with elastomers SBS for application with 
no flame.
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ADVANtAGES AND bENEFItS
• Proven elastomeric SBS modified bitumen membranes.
• Flexibility at temperatures as low as -15/-20 ºC.
• Easy to torch membranes.
•  Polyester reinforcement for improved 

mechanical resistance.
• High tensile strength and elasticity.
• High resistance to static and dynamic puncture.
• Absorbs structural movements.
• Provides superior protection against mechanical damage.
• Very stable.

• Special systems.
-  ESTERDAN 50/GP ELAST GREEN GARDEN  
or POLYDAN 50/GP ELAST GREEN GARDEN 
membranes which are root resistant for Green roofs.

-  POLYDAN 48 P PARKING finished in geotextile 
specially designed for heavy weight traffic.

-  POLYDAN 4 SBS BASEMENT finished in 
geotextile specially designed for underground 
basement walls and slabs foundations.

•  Range of 5 mineral colours: dark grey, 
light grey, red, green and white.

ELASt rANGE MEMbrANES (SbS -20/-15 ºC)

Comercial trademark Thickness
(mm.)

Weight
(kg/m2) Reinforcement Roll

(m.)
m2  

per pallet Rolls/Pallet

SAND-COVErED ASPHALtIC SHEEtS 
GLASDAN 24 AP ELASt    2,0 2,4

FG
15x1 375 25

GLASDAN 30 AP ELASt    2,5 3,0 12x1 336 28

EStErDAN 30 AP ELASt 2,5 3,0 PY 12x1 336 28

POLYDAN 180-30 AP ELASt    2,5 3,0

PY 180

12x1 336 28

POLYDAN 180-35 AP ELASt (7x1) 2,5 3,5 7x1 252 36

POLYDAN 180-35 AP ELASt (11x1) 2,5 3,5 11x1 275 25

PLAStIFIED ASPHALtIC SHEEtS
GLASDAN 2 MM P ELASt G 2,0 2,4

FG

16x1 368 23

GLASDAN 30 P ELASt  1,2 1,2 10x1 300 30

GLASDAN 40 P ELASt   3,3 4,0 10x1 250 25

EStErDAN FM 30 P ELASt   2,5 3,0 RPY 12x1 336 28

EStErDAN 30 P ELASt  2,5 3,0

PY

12x1 336 28

EStErDAN 40 P ELASt   3,3 4,0 10x1 250 25

EStErDAN 48 P ELASt   4,0 4,8 8x1 200 25

POLYDAN 180-30 P ELASt    2,5 3,0

PY 180

12x1 336 28

POLYDAN 180-40 P ELASt    3,5 4,0 10x1 250 25

POLYDAN 180-48 P ELASt    4,0 4,8 8x1 200 25

GEOtEXtILE FINISHING

POLYDAN 48 P PArKING 4,0 4,8
PY 180

8x1 184 23

POLYDAN 4 bASEMENt SbS 4,0 4,8 8x1 184 23

MINErAL SELF-PrOtECtED SHEEtS 
GLASDAN 40/GP ErF ELASt 2,5(1) 4,0 FG 10x1 250 25

EStErDAN PLUS 40/GP ELASt 2,5(1) 4,0

RPY

10x1 250 25

EStErDAN PLUS 50/GP ELASt 3,5(1) 5,0 8x1 200 25

EStErDAN PLUS 50/GP ELASt GrEEN GArDEN  3,5(1) 5,0 8x1 200 25

POLYDAN 180-50/GP ELASt   3,5(1) 5,0

PY180

8x1 200 25

POLYDAN 50/GP ELASt. VErt JArDIN 3,5(1) 5,0 8x1 200 25

POLYDAN 180-60/GP ELASt 4,0(1) 5,6 8x1 184 23

POLYDAN P.F.M. 50/GP ELASt   3,5(1) 5,0
RPY180

8x1 200 25

POLYDAN P.F.M. 180-60/GP ELASt   4,0(1) 5,6 8x1 184 23

POLYDAN 60 tF ELASt 4,2(1) 6,0 PY 225 8x1 184 23

ALUMINIUM SELF-PrOtECtED SHEEtS
ASFALDAN ALU EXtrA 20 P ELASt (10X1) - 2,0

NR

10x1 360 36

ASFALDAN ALU EXtrA 25 P ELASt (10X1) - 2,5 10x1 330 33

ASFALDAN ALU EXtrA 30 P ELASt (10X1) - 3,0 10x1 300 30

GLASDAN AL 80 t-35 P ELASt (10x1) - 3,5
FG

10x1 250 25

GLASDAN AL 80 t-50 P E 3,5(1) 4,5 8x1 200 25

(1) Thickness measured in overlap.
FG: Fiberglass. PY: Polyester. RPY: Reinforced polyester. NR: Non reinforced
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• Membranes with durable polymer modified APP bitumen.
• Flexibility at temperatures as low as -15/-10 ºC.
• Easy to torch membrane.
•  Polyester reinforcement for improved 

mechanical resistance.
• High tensile strength and high elasticity.
• High resistance to static and dynamic puncture.
• Absorbs structural movements.
• Keeps properties over time.

• Provides superior protection against mechanical damage.
• Very stable.
• Special systems.

-  ESTERDAN 50/GP POL GREEN GARDEN 
membrane which is root resistant for Green roofs.

-  POLYDAN 48 P POL PARKING finished in geotextile 
specially designed for heavy weight traffic.

•  Range of 5 mineral colors: dark grey, 
light grey, red, green and white.

POL rANGE MEMbrANES (APP -15/-10 ºC)

Comercial trademark Thickness
(mm.)

Weight
(kg/m2) Reinforcement Roll

(m.)
m2  

per pallet Rolls/Pallet

SAND-COVErED ASPHALtIC SHEEtS 
POLYDAN 180-48 AP CANALES  2,0 2,4 PY 180 15x1 375 25

PLAStIFIED ASPHALtIC SHEEtS
ASFALDAN r tIPO 3 P POL - 3,0 AL 12x1 300 25

GLASDAN 2,5 P POL 2,5 -

FG

12x1 336 28

GLASDAN 30 P POL 2,5 3,0 12x1 336 28

GLASDAN 40 P POL 3,3 4,0 10x1 250 28

EStErDAN 2,5 P POL 2,5 -

RPY

12x1 336 25

EStErDAN FM 30 P POL 2,5 3,0 12x1 336 25

EStErDAN 30 P POL 2,5 3,0 12x1 336 28

EStErDAN 40 P POL  3,3 4,0 10x1 250 25

EStErDAN 48 P POL  4,0 4,8 8x1 200 25

POLYDAN 180-2.5 P POL 2,5 -

PY 180

12x1 336 28

POLYDAN 180-3.5 P POL 3,5 - 10x1 250 25

POLYDAN 180-48 P POL 4,0 4,8 8x1 200 25

GEOtEXtILE FINISHING
POLYDAN 48 P POL PArKING 4,0 4,8 PY 180 8x1 184 23

MINErAL SELF-PrOtECtED SHEEtS

GLASDAN 40/GP POL 2,5(1) 4,0 FG 10x1 250 25

EStErDAN 40/GP POL   2,5(1) 4,0

RPY

10x1 250 25

EStErDAN 50/GP POL 3,5(1) 5,0 8x1 200 25

EStErDAN 50/GP POL GrEEN GArDEN  3,5(1) 5,0 8x1 200 25

POLYDAN 180-3.5/GP POL 3,5(1) -
PY 180

8x1 200 25

POLYDAN 180-60/GP POL 4,0(1) 5,6 8x1 184 23

POLYDAN 60 tF P POL 4,2(1) 6,0 PY 225 8x1 184 23

(1) Thickness measured in overlap.
FG: Fiberglass. PY: Polyester. RPY: Reinforced polyester

ADVANtAGES AND bENEFItS
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IMPErDAN rANGE MEMbrANES (APP -5ºC)

• Membranes with durable polymer modified APP bitumen.
• Flexibility at temperatures as low as -5 ºC.
• Easy to torch membrane.
• Polyester reinforcements.
• High elasticity.
• Resistance to static and dynamic puncture.

• Keeps properties over time.
• Provides superior protection against mechanical damage.
• Very stable.
•  Range of 5 mineral colors: dark grey, light grey, red, 

green and white.

Comercial trademark Thickness
(mm.)

Weight
(kg/m2) Reinforcement Roll

(m.) m2/pallet Rolls/Pallet

SAND-COVErED ASPHALtIC SHEEtS 
IMPErDAN FV 3 MM AP 3,0 - FG 10x1 250 25

IMPErDAN FP 30 AP 2,5 3,0

PY

10x1 280 28

IMPErDAN FP 3 MM AP 3,0 10x1 250 25

IMPErDAN FP 48 AP 4,0 4,8 10x1 200 20

PLAStIFIED ASPHALtIC SHEEtS
GLASDAN 20 P - 2,0

FG

20x1 500 25

IMPErDAN FV 2 MM  P 2,0 - 16x1 368 23

IMPErDAN FV 3 MM  P 3,0 - 10x1 250 25

IMPErDAN FV 20 P - 2,0 16x1 480 30

IMPErDAN FV 30 P 2,5 3,0 10x1 300 30

IMPErDAN FV 40 P 3,3 4,0 10x1 230 23

IMPErDAN FP 2 MM  P 2,0 -

PY

10x1 360 36

IMPErDAN FP 3 MM  P 3,0 - 10x1 250 25

IMPErDAN FP 30 P 2,5 3,0 10x1 300 30

IMPErDAN FP 40 P 3,3 4,0 10x1 230 23

IMPErDAN FP 48 P 4,0 4,8 10x1 200 20

IMPErDAN FP 180-40 P 3,3 4,0 PY 180 10x1 230 23

MINErAL SELF-PrOtECtED SHEEtS
IMPErDAN FV 40/GP 2,5(1) 4,0 FG 10x1 230 23

IMPErDAN FP 40/GP 2,5(1) 4,0

RPY

10x1 230 23

IMPErDAN FP 45/GP 3,0(1) 4,5 10x1 230 23

IMPErDAN FP 50/GP 3,5(1) 5,0 10x1 200 20

IMPErDAN FP 4 MM (OV) GP GrIS CLArO 4,0(1) 5,6 10x1 160 16

IMPErDAN FP 4 MM GP 4,0(2) - 10x1 200 20

ALUMINIUM SELF-PrOtECtED SHEEtS
GLASDAN AL-80 tIPO 30 P PLASt - 3,0 FG 10x1 300 30

(1) Thickness measured in overlap.
(2) Thickness measured in granule.
FG: Fiberglass. PY: Polyester. RPY: Reinforced polyester

ADVANtAGES AND bENEFItS
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SELF ADHESIVE rANGE MEMbrANES (SbS MODIFIED bItUMEN rANGE)
ADVANtAGES AND bENEFItS

•  Membranes with durable self-adhesive 
polymer modified SBS bitumen.

• Flexibility at temperatures as low as -15 ºC.
• Easy to apply.
• Polyester/fiber glass reinforcements.

•  Polyethylene, geotextile, aluminium or aluminiun-
polyethylene composite foil finish.

• High elasticity.
• Resistance to static and dynamic puncture.
• Keeps properties over time.

SELF ADHESIVE tAPES (SbS MODIFIED bItUMEN rANGE)
ADVANtAGES AND bENEFItS

•  Tapes with durable self-adhesive polymer modified SBS 
bitumen.

• Flexibility at temperatures as low as -15 ºC.
• Easy to apply.
• Aluminium or aluminiun-polyethylene composite foil finish.

• Elasticity.
• Resistance to static and dynamic puncture.
• Keeps properties over time.
• Range of 3 colors: aluminium, red and grey.

Comercial trademark Thickness
(mm.)

Weight
(kg/m2) Reinforcement Roll

(m.) m2 per pallet Rolls/Pallet

PLAStIFIED SELF-ADHESIVE SHEEtS
ASFALDAN 25 P ELASt AUtOAD. - 2,5 AL+FG* 15x1 375 25
GLASDAN 30 P ELASt. AUtOAD. 2,5 3,0 FG 12x1 336 28
EStErDAN 25 P ELASt. AUtOAD. 2,1 2,5

PY
15x1 375 25

EStErDAN 30 P ELASt. AUtOAD. 2,5 3,0 12x1 336 28
EStErDAN 30 P ELASt. SEMIAD. 2,5 3,0 12x1 300 25

ALUMINIUM SELF-PrOtECtED SHEEtS
SELF-DAN AL 100 1,2 - AL 10x1 420 42
SELF DAN AL 100 PLUS 1,2 - AL+PET* 10x1 420 42
ASFALDAN AL-60 t-2 AUtOAD. 2,0 - AL 10x1 300 30

NON-rEINFOrCEMENt SELF-ADHESIVE SHEEtS
SELF-DAN btM 1,5 - PO 20x1 500 25
SELF-DAN PE 1,5 - HDPE 20x1 500 25
SELF-DAN PE PLUS 1,5 - CO HDPE 20x1 500 25

GEOtEXtILE SELF-ADHESIVE FINISHING
SELF-DAN SP 2.0 2,0 - NR 10x1 420 28
SELF-DAN SP 2.5 2,5 - PY 8x1 288 36

FG: Fiberglass. PY: Polyester. AL: Aluminium. HDPE: Polyethylene. CO HDPE: Cross laminated HDPE  
PO: Polyolefin. NR: Non reinforced. PET:Polyethylene
*Composite.

Comercial name Thickness Weight Finishing Roll Rolls/box Rolls/Pallet
SELF-DAN (0.10) ALUMINIUM/GrEY/rED 1,2 1,2

AL
10x0,10 12 324

SELF-DAN (0.15) ALUMINIUM/GrEY/rED 1,2 1,2 10x0,15 8 216
SELF-DAN (0.30) ALUMINIUM/GrEY/rED 1,2 1,2 10x0,30 4 108
SELF-DAN PLUS (0,10) ALUMINIUM 1,2 1,2

AL+PET*
10x0,10 12 324

SELF-DAN PLUS (0,15) ALUMINIUM 1,2 1,2 10x0,15 8 216
SELF-DAN PLUS (0,30) ALUMINIUM 1,2 1,2 10x0,30 4 108

AL: Aluminium. PET:Polyethylene
*Composite.

SbS SELF ADHESIVE PrODUCtS (-15ºC)
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SYStEMS

rOOFS

PEDEStrIAN WALKAbLE rOOF INVErtED PEDEStrIAN WALKAbLE rOOF 

INVErtED PEDEStrIAN WALKAbLE rOOF VEHICULAr trAFFIC rOOFS

INVErtED NON WALKAbLE rOOF NON WALKAbLE rOOF (CONCrEtE SUPPOrt)
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SYStEMS

rOOFS

NON WALKAbLE rOOF (StEEL SUPPOrt) GrEEN rOOF

bASEMENtS

bASEMENt WALLS SLAbS FOUNDAtIONS

CIVIL ENGENEErING WOrKS

rOADWAY DECKS rAILWAY DECKS
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rEFErENCES

PANASONIC FACtOrY. Vietnam.

12 AND 14 IFEMA PAVILION. Spain.

FIrA bArCELONA. Spain. LA MOrALEJA SANItAS HOSPItAL. Spain.

PLENILUNIO MALL. Spain. VALENCIA SHOWGrOUND. Spain.

rAILWAY StAtION IN OVIEDO. Spain.
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rEFErENCES

MUSEE DE LA MEr. France.

CAMPbELLtOWN. Australia.

ADOLFO SUÁrEZ MADrID bArAJAS AIrPOrt. Spain. AVE tArrAGONA rAILWAY brIDGE. Spain.

MArOC tELECOM rAbAt. Morocco. AVE CAñAVErAL rAILWAY brIDGE. Spain.

bANCO POPULAr HEADQUArtErS. Spain.
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rEFErENCES

MADrID tOWErS. Spain.

MOrOCCO MALL. Morocco.

ISLAZUL MALL . Spain. HArLEY DAVIDSON INStALAtIONS. France.

CENtrE FOr EDUCAtIONAL tELEVISION  
& VIDEO PrOGrAMME PrODUCtION. Thailand.

DENJEAN LOGIStIQUE. France.

rADISSON bLU DAKAr HOtEL. Senegal.

SKODA FACtOrY. Czech Republic.
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